= Lower install costs
Attaches easily to any size water line
Requires no electricity connection

BASIC INSTALLATION m Reduced initial cost

= Reduced ongoing cost
= No electricity
= Less maintenance since there is no piston fo wear out,
no high failure switches required

= Simple, fast pump replacement without tools
= |ncreased uptime
= Direct factory support

m Better management resulting in better crop
yields
= Superior, more consistent accuracy
® Immune to power failure

® Flexible installation
= Mobile
Non-electric
Compact and lightweight
= \ersatile
Pivot, boom, dripline, sprayers, sprinklers
Inject multiple chemicals simultaneously

MOBILE INSTALLATION
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This product has been tested
and certified by The Water
Quality Association according
to NSF/ANSI 61 for materials
safety.

m Specs
® Chemical flow........1:100, 2:100, 1:128, 2:128, 1:256
® Accuracy................Plus/minus 5%
= \/iscosity ................up to 15000cps
= Pressure................2 PSI to 80 PSI, 1.38 BAR-5.51 BA
= Min/max flow .........1-720GPH (.167-12GPM), 3.78-2,724 |
® Max Temp.............40-110 F, 45-43.3 C
= Fitting/connection ..3/4” NHT (National Hose Thread)
® Size .ocoovvverren 11" x 8 1/2'w x 10°d
= Weight...................6 3/4 Ibs.
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We Inject Solutions

Chemilizer Products, Inc.
230 Commerce Drive North, Largo, FL 33770
1-800-234-7211 fax: 727-559-8266

www.chemilizer.com






